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Serie FL
Indicatori visivi di livello per fluidi
Fluid level temperature gauges

CORPO FILTRO

FILTER HOUSING

Caratteristiche tecniche

Descrizione: Indicatori visivi di livello per fluidi

Pressione max di esercizio: 1 Bar

Connessioni: Metrico

Temperatura di esercizio: -20 °C  +80 °C

Termometro: doppia scala 0 °C ÷ 100 °C    30 °F ÷ 210 °F

Materiali: • Testine: nylon
• Protezione: alluminio anodizzato
• Viti: acciaio zincato 

• Guarnizioni: Buna-N compatibile secondo ISO 2943 con

oli minerali (HH-HL-HM-HR-HV-HG)

emulsioni acquose (HFAE-HFAS)

Technical Information

Description: Fluid level temperature gauges

Max working pressure: 1 Bar  (14.5 psi)

Connection Ports: Metric

Working temperature: -20°C +80°C   (-4°F  +176°F)

Thermometer: Double scale 0°C ÷ 100°C     30°F ÷ 210 °F

Materials: • Heads: nylon
• Protection: anodized aluminium                   
• Screws: zinc steel                                           
• Seal: Buna-N compatible as per ISO 2943 with

mineral oil (HH-HL-HM-HR-HV-HG)
water oil emulsions (HFAE-HFAS)



1) Grandezza nominale - Nominal size

2) Termometro - Temperature indicator

3) Connessioni - Connection port

Codici per l’ordinazione - Ordering information

Informazioni dimensionali - Overall dimensions
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Codice - Code A B C D E F

FL-1 76 35 106 36 30
M10

FL-2 127 86 157 36 30
M12

FL-3 254 213 284 36 30

FL-2 T M12

1* 2* 3*

Codice - Code Connessione - Connection

M10 M10

M12 M12

Codice - Code Termometro - Temperature indicator

0 senza / without

T con / with
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FILTREC S.p.A.
HEAD OFFICE - OVERSEAS OPERATIONS

25046 Cazzago San Martino (BS) Italy - Via E. Mattei, 28/30
Phone +39 030.7241039 - Fax +39 030.7240436
E-mail: info@filtrec.it - Web site: www.filtrec.com

FILTREC IBÉRICA S.L.
IN SPAIN, ANDORRA, PORTUGAL AND MOROCCO

Ctra. Sabadell a Mollet, km. 5 nave 14
08130 Sta. Perpétua de la Mogoda - (Barcelona) España
Phone +34 93 560 63 11 - Fax +34 93 560 38 62
E-mail: info@filtrec.es - Web site: www.filtrec.es

FILTREC ASIA PACIFIC Ltd.
IN AUSTRALIA - ASIA PACIFIC

Unit 4 /29 Business Park Drive, Notting Hill, Victoria, 3168
Phone +61 3 9263 4500 - Fax +61 3 9263 4599  
E-mail: info@filtrec.com.au - Web site: www.filtrec.com.au

FILTREC MIDDLE EAST FZC
IN MIDDLE EAST

P.O. Box 50047 - Ras Al Khaimah
United Arab Emirates
Phone: +971 7 2660 488 - Fax: +971 7 2660 499
E-mail: info@filtrec.ae - Web site: www.filtrec.ae


